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34'-13/4 "

XX X X X X

33-5 1/2 "

DRYWALL AND HAT CHANNEL
TO PROVIDED BY DOT

EXISTING GLAZED BLOCK
NALLS TO BE FURRED

OUT WNITH 1" HAT CHANNEL

24" OC 5/5" GYP BOARD
TAPED AND FINISHED SMOOTH
PRIMED FOR PAINT BY DOT

DOT ELECTRICIANS TO
BRING EXISTING ELECTRICAL
OUT TO FACE OF DRYWALL

RADIATORS UNDER
ALL NINDOWS
NITH STEAM LINES

44'-11/4 "

18-8 1/8 "
17-7 1/2 "

| JTOTO]

1M1'-8 3/8 "
12'-5"

DRYWALL AND HAT CHANNEL
TO PROVIDED BY DOT

EXISTING GLAZED BLOCK
NALLS TO BE FURRED

OUT WNITH 1" HAT CHANNEL

24" OC 5/5" GYP BOARD
TAPED AND FINISHED SMOOTH
PRIMED FOR PAINT BY DOT

DOT ELECTRICIANS TO
BRING EXISTING ELECTRICAL
OUT TO FACE OF DRYWALL

RADIATORS UNDER
ALL NINDOWNS
NITH STEAM LINES

33-51/2"
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2ND FLOOR (PHASE 2)




